
V-Twin Audio, VTVSA Victory Speaker Adapter 

1. Remove outer fairing, headlight ring is key to this, pops
off by hand. Same thing with the speaker grills. 

2. Remove factory spk enclosures & spks from the backside
(Inside of fairing).

3. Remove nuts & washers from the three smaller studs on the
VTVSA. Also remove the long bolt. Keep the nut & washer from
the long bolt separate, as it is a different size. Remove the

three speaker screws also.

4. Before placing the clutch side adapter in position, put some
black silicone on the baffle tab edge that points toward the
tank, right next to the cigarette lighter. See below pic! This
way a seal can be made between the adapter & the inner fairing.
It is very difficult to get silicone in there after the fact.

5. Place adapters in position and finger tighten three stud
nuts. Align long stud temporarily in fourth hole, in top

outside position of clutch & brake sides.



6. Next, tighten three nuts with washers. Then remove long stud
in above mentioned outside top position on each side. 

7. Now place one of the speakers on the back of the VTVSA.
Mount speaker using the three screws. Do not tighten. Insert
the long bolt through the speaker and the VTVSA then tighten

all fasteners.  

8.Repeat these steps for other side. Now, place a bead of
silicone along all egdes of the adapters where they come in
contact with the inner fairing. See below pic with white

arrows. 

9. Do not put silicone on the top edge of baffle, the supplied
foam gasket goes there. See white lines in below pic. This

makes a complete seal.



 


