
V-Twin Audio VTFG14, 2014 fairing grills

Note: the aluminum has been treated and should be sanded, or media blasted for paint or even
powder coat to adhere 

1. Remove all bolts holding the speaker enclosures in place. This will require removal of factory amp if so 
equipped. On each enclosure, there are two torx head screws at the top inside. There are three allen or hex 
head bolts passing through the back of the enclosure and last... there are three bolts 7/16" hex, tucked up 
under the radio and threaded into the inside face (side) of each enclosure.

2. After removing the enclosures, install your speakers (if they have separate crossovers, install the
crossovers inside the enclosure.
3. Remove factory grills & install new VTFG14 grills. Next, paying attention to the three tabs on each
grill, you'll note one of the tabs is shorter than the others, this needs to go to the lower inside position
on each side. Install the grills using the original hardware!

4. Re-install your enclosures with the original hardware. It is a 
very tight �t and it will be to your advantage to install the 
most di�cult bolts last (that would be the inside upper 7/16" 
bolts that were hardest to reach. Do this before tightening the 
other fasteners all the way. 

NOTE: Look for a small plastic nipple on the surface where the 
speaker rests. BE SURE TO CUT THIS OFF! Also, if your speakers 
come with gaskets, do not use them. Space between enclo-
sure and inner fairing is too limited!


